POSITIVE FOUR POSITION TILT ADDS FLEXIBILITY

New design positions shelf in front of, not between, supporting uprights. This allows almost unlimited upright
spacing, dictated by the bench design not shelf length. Shelf attaches to uprights with track nuts (like old style)
and has adjustable tilt (also like old style). New design, however, features positive four position tilt with holes
rather than slots. Brackets attach to shelf with track nuts into lateral rail welded to underside of shelf. Four models
are available, fitting workstations with upright column center-to-center spacing to 68" (1727mm). Baked polyester
finish is beige on shelf and matt black on brackets. Shelf includes black end caps.
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SHELF FITS ANY UPRIGHT SPACING
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OLD SHELF DESIGN-

Shelf fits between uprights
requiring precise spacing.

Dual rails beneath
shelf allow bracket
spacing adjustment.
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Spacing between ’ I

uprights can vary.
See chart below
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Adjustable support brackets
fasten to uprights and shelf

N - with track nuts.
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Positive four position
shelf tilt (holes, not
slots) means shelf

attitude can’t change

because of loose

bolts, yet can be

easily adjusted to
match requirements.

Proven track nut
technology make
assembly, mounting
and width adjustment
quick and easy.
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MODEL MAX. UPRIGHT SPACING
NUMBER center-to-center
WS50-SS03A 32" (812mm)
WS50-SS04A 44" (1127mm)
WS50-SS05A 56" (1422mm)
WS50-SS06A 68" (1727mm)
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